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instead rely on the dimensions and their definitions.

Do NOT scale the drawings.
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General specification
1. Oﬁerationat condition:ambient temperature -10C~+40T.
the humidity:less than 85%RH.
2. Shaft end edges assumes it less than 5/100(TIR).
3. Please do not disassemble the motor.
(It causes abnormal noise. )
4. This motor has a thermal protector.
5. Body color is dark brown.
6. An electromagetic brake operates by switching it off.
switch YgLion screw for_clamp 7 itpgngggnbgfsgigaqgg gTéase obey a connection diagram
HE A Ele ti - - . . . .
wrmwmm% tightening torque:0.39~0. 49N-m 8. Please use R1+C1 for protection between the point of
o _e-gllow contact of a switch. There is optional DVOP00S8.
) A commercial article: R1=10~200Q-More than 1/4W.
White Motor C1=0. 1~0. 33#F -Mare than 250V.
9. As for the life of this motor. an electromagnetic brake is

AC100~250V 3A

Connection diagram

\_.Thermal protector
OPEN 130T+5T

screw for earth
tightening torque:1.2~1.5N'm
Terminal

1. 000. 000 times at permission inertia in 0.875kg-cma.
10. Applicable gear head:Mz9GOB(ball bearing hinge noting)
MYSGOB(ball bearing
MROGOB(ball bearing hinge nothing)

hinge exitence)

MPSGOB(ball bearing hinge exitence)

en put a gear head together. please confirm
that an 0 ring attached to a motor.
(If there is not an O ring. it cause an oil blur.)

11.Aﬁpticabte decimal gear head:MZSG10XB.
12. Wh
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